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(polite MANUFACTURERS OF AIRCRAFT ® AUTOMOBILE 


YOUR HANDYMAN’S GUIDE 


The express object of this booklet is to provide the 
handyman with easy to follow guides, in separate 
sections, to paint the Car, the Boat, and the Home 
respectively. Assistance is given to readers who are 
about to commence new work or who wish to 
refinish over old surfaces. 


It is essential to choose the right paint for the 
job. Painting practices are explained clearly and 
observance of the instructions will give excellent 
results. It is suggested to read thoroughly about the 
information on metal and timber pretreatment, hints 
on paint application and the glossary of terms. In this 
way a better understanding of the procedures 
described, will be obtained prior to painting. 


If further information is needed then contact your 
nearest Brolite Office where colour cards and other 
helpful advice may be obtained readily from 
experienced qualified staff. 


© MARINE ® ARCHITECTURAL ® AND INDUSTRIAL FINISHES 


THE CAR 


FOREWORD 

It is impossible to make one product only, to perform 
all functions of complete re-finishing work. This fact 
holds for any class of painting whether car, boat or 
home. We need, therefore, primers with special 
in-built properties to promote adhesion to various 
surfaces and to make a tie-coat between a surface and 
subsequent coats. A putty fills excessive gouges and 
an undercoat or surfacer must do some measure of 
filling and levelling-off of surface imperfections. The 
finish coat has to withstand all classes of weather 
conditions and qualities of toughness, hardness and 
adhesion are necessary to resist knocks, bumps 
scratches which may occur from day to day. Some 
highly resistant finishes are made that withstand oils, 
petrols and chemicals. 


Generally, the choice of systems in which a car may 
be painted is limited to one of three classes of finishes 
— ENAMEL  ("SYNFLEX"), LACQUER or 
ACRYLIC. 


ENAMELS are made from synthetic resins which, 
when drying attract oxygen from the air and so 
harden. They are appropriately pigmented to give 
colour and are thinned with enamel reducers. The 
drying action is chemical rather than by evaporation, 
although some evaporation does occur; the time 
taken is usually 6-12 hours. 

LACQUERS are composed of nitrated cotton, 
pigmented for colour and modified with various resins 
and plasticisers, to give excellent film properties. 
The nature of the product is such that "strong" 
thinners are needed for reduction. Lacquers dry by 
evaporation usually within 20 mins. 

ACRYLICS have outstanding properties of gloss 
retention, toughness and sparkling brightness derived 
from a new synthetic composition which is similar to 
the plastic “Perspex”. The product dries by 
evaporation in 20 minutes. 
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PAINT APPLICATION GUIDE 


The tables on pages 4 to 7 describe the usual steps taken to 
paint a motor car (tractor, trailer, truck, bus, caravan) in 
either Brushing or. Spraying Synflex Enamel, Automotive 
Lacquer or Acrylic Lacquer. The tables refer ‘selectively to 
the state or condition of the vehicle’s finish with the 
restoration procedures which correspond. 


TABLE A. The vehicle is stripped to bare metal and a 
complete refinish is necessary. 


TABLE B. The old finish is in relatively good condition with 
some areas dulled, some scratch marks or perhaps a change of 
colour may be desired. 


TABLE C. The vehicle’s paint-work is in bad condition where 
part of the finish is flaking. This may need refinishing all over 
or sectional repair, but damaged areas must be restored to 
reach the final stage before finish coats are applied. 


DESCRIPTION OF PRODUCTS 


Synflex Enamels and associated products 


SYNFLEX ENAMELS are the finest of the synthetic resin 
class of finishes. Available in colours and black, white and 
clear. 


3031 PRIMER AND SURFACER isa quick drying synthetic 
resin general purpose undercoat. It possesses good adhesion, 
sands easily. Available in red oxide, white or grey. 


SYNCRO PRIMER is a synthetic resin based product, 
quick-drying for recoating with rust-inhibitive properties and 
good adhesion. 


$333 PUTTY is a heavily pigmented product designed to fill 
metal imperfections, dries quickly and sands easily. Available i in 
red, grey or white. Note: It is recommended to use a putty 
of different colour. from the undercoat to distinguish the 
different areas when spraying or sanding and featheredging. 


FIL-KWIK POLYESTER PUTTY. This product is classed as a 
two package material where the catalyst part is mixed 
thoroughly with the pigmented base in the stated 
proportions, Large dents and holes may be filled without 
sinkage. It hardens quickly and will file or sand down easily. 


SYNFLEX SPRAYING 1000 THINNER. This is a special 
blend of solvents designed to promoje flow and gloss? to 
Synflex synthetic enamels when sprayed. 


SYNFLEX BRUSHING THINNER. The solvent blend in 
Synflex Brushing Thinner is especially designed to assist flow 
and brushing when using enamels for brush application. 


BROLITE WAX AND GREASE REMOVER. Wax & grease 
must be removed from surfaces before painting. This product 
has marked efficiency. Refer page 19 section 6. | 


BROLITE SILICONE REMOVER. Present day automotive 

polishes in most instances contain a chemical, SILICONE, 
- which is detrimental to refinishing processes and must be 

rémoved. Refer page 19 section 6, page 20 section 10. 


FLO-LITE. Flo-lite is a specialty product. When added in 
small proportions to finish coats at spraying viscosity, it 
eliminates the tendency to crater formation when spraying 
over improperly cleaned surfaces. Refer page 20 section 10. 


DESCRIPTION OF NITROCELLULOSE LACQUERS AND 
ACRYLICS continued on page [B^ 
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DESCRIPTION OF PRODUCTS 


Nitrocellulose Lacquer and associated products 


NITROCELLULOSE AUTOMOTIVE LACQUERS are tough 
reliable smooth flowing coatings that have excellent gloss 
after polishing and withstand atmospheric conditions, oils, 
petrols. Available in colours, and black and white. 


L222 PRIMER & SURFACER is a fast drying easily sanded 
undercoat for lacquers. Available in red, white and grey. 


H.B. SPOT PUTTY is a filler, nitrocellulose based, which 
consists of heavy pigments designed to assist in filling deep 
scratches, dents, to level-off and sand well. This ensures 
damaged areas may be restored for application of undercoats 
and finish coats. It is fast drying. Available in red, grey and 
white. 


MORGLOSS THINNER. This is a mixture of specially 
blended solvents chosen for their ability to promote flow and 
gloss to Nitrocellulose Lacquer. 


SUPERSOL THINNER. This material is a fast drying thinner 
which reduces undercoats and finish coats to give excellent 
results in flow and gloss. 


NO. 1 RETARDER THINNER may be used added to 
'Morgloss Thinner, up to 25% in adverse weather to prevent 


blushing. 


Automotive Acrylic Finishes and associated 
products 


AUTOMOTIVE ACRYLIC FINISHES are hard, flexible, 
bright products which are fast drying and polish to a high 
lustre. Available in colours, and black and white. 


KR616 PRIMER & SURFACER is specially designed to give 
best results when used as an undercoat with Brolite Acrylic 
Lacquers. 


LB1335 THINNER. Acrylic Lacquers need special solvents to 
obtain good flow, adhesion and gloss. The blend of solvents їп. 
LB1335 Thinner is outstanding. 


H.D. RUBBING & POLISHING COMPOUND. After a 
lacquer or an acrylic has hardened for two weeks, 
approximately, rubbing with soft cloth and Compound will 
produce a lustre. 


BROLITE LACQUER POLISH. The use of this polish adds 
to the lustre of the final finish. 


Metal Flake Finishes 


METAL FLAKE FINISHES are designed to give new and 
exciting dimensions of colour and texture to various 
applications. |п this group are included hot-rods, motor 
bikes, cycles, safety helmets, upholstery and to special 
decorative sections of fibreglass boats. The brilliant effect is 
obtained through the use of precision-cut minute metal 
particles which retain the reflective quality indefinitely, 
unlike ordinary metal powder coatings. The application of 
"'Fireflake" finishes is specialised and it is recommended to 
contact your nearest Brolite Office for colour advice and all 
directions associated with this process. Many brilliant colours 
are available including Blues, Golds, Bright Reds, Greens. 


THE BOAT 


FOREWORD 

In Your Handyman's Guide, it would be impossible 
for Brolite to cover all painting systems boat owners 
might require but, if you tell us about your particular 
job, we shall forward you a sheet giving specific 
procedures. In this booklet, however, we do give 
some helpful pointers which, if heeded, will assure 
maximum satisfaction from the appropriate Z-SPAR 
painting system adopted. 


HOW MUCH PAINT FOR THE JOB? 


The following quantities are for repainting or revarnishing an 
existing finish, using two coats. For new or bare surfaces, the 
need for sealers or primers and undercoats should be added. 
In the case of bottom paints or topside enamels over bare 
surfaces, increase quantities by 50%. Double quantity when 
applying varnish over bare wood surfaces. 


ESTIMATES OF AVERAGE PAINT REQUIREMENTS 
For Two Coats Over Existing Finish 


Dinghy lat. 1 pt. = ES lat. — 
Rowboat 2qts. lat. = 24 = m 
Outbeard lats 1 qt. Ye pt. 1 pt. lat. — 
капаБой 2qts. 3qts. р. 1 qt. lat. — 


сн 0+ 2а. 3qts. ‘pt. 3 ats. 2qts. — 


Runabout 2 445. 3415. "pt 46. ats. ud 
utility 2 ats. 3 ats. Ve pt. Ls 295. — 
с е З ats. 305. 1р. 2ats. — 2ats. 2 ats. 
"om oa Т 1р. 2а(5. 3qts. 2 qts. 
ES Lem 2 gals. 2 gals. 1р. 19gal. 1gal. 3qts. 
cde 3 gals. 2 gals. 1 pt. aie 1gal. 1 gal. 
ман oat: 5 gals. lat. A бан. аһ: 


О 
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DESCRIPTION OF MATERIALS 


TOPSIDE ENAMELS AND VARNISHES 


Z-SPAR ENAMELS are famous for their excellent initial gloss, 
high gloss retention and their overall long life and flexibility. 
Brush beautifully without brush marks. Whites are non- 
yellowing. Available in a pleasing range of colours. 


MONOPOXY ENAMELS — for Fibreglass — This one 
part extra tough апа strong bonding enamel is 
especially designed for fibreglass. Re-beautifies old fibreglass 
and protects. new fibreglass from crazing and weathering. 
Applies easily by brush, spray or roller. No catalyst needed. 
It has unlimited shelf life. Gloss retention and fade resistance 
are Ed superior to 2-pack epoxies. Colours are clean and 
ight. 


1001 Z-SPAR VARNISH — A durable spar varnish that has 
been proven by many years of usage. 


1002 YACHTSMAN'S VARNISH — A fast drying marine 
varnish that combines clarity, ease of application, and 
extreme durability with high gloss and gloss retention. 
Protected by “Ultra Violet Shield". Does not turn amber. 


1015 CAPTAIN'S VARNISH — A high-solids type containing 
"Ultra Violet Shield". Recommended for highest quality 
work. It is believed by its many users to be the most durable 
varnish ever sold to the boating trade.Very pale, does not 
discolor wood and its brushing characteristics are excellent. 
Also extremely water resistant. 


V-975 SATIN SHEEN INTERIOR VARNISH — Imitates a 
hand-rubbed finish without the labor and expense of rubbing. 
V-975 is very pale. Can be used over blond as well as dark 
finishes. Produces a very tough protective coating resistant to 
scalding water, cold water, freezing temperatures, alcohol, 
etc. V-975 is a "'dripless" type varnish and comes іп a 
"semi-gel" state. No thinning is needed for brushing as the 
varnish "melts" on to the surface when the pressure of the 
brush is applied. When spraying, thin about 5% with No. 8 
Z-Spar Thinner. 


V-274 POLYURETHANE CLEAR — New and improved 
marine clear finish with a polyurethane resin base. Dries fast 
— 4 to 8 hours. Very clear and will not "yellow" or "amber" 
mahogany. Extremely tough and scuff resistant, plus 
long-term gloss retention. Protected by “Ultra Violet Shield" 
Very easy to apply. 


METAL PRIMERS 


P-93 Syncro Metal Primer. Highest quality zinc chromate 
primer that it is possible to make. Unequalled as a rust 
inhibitive primer for steel and iron. Comes in an oxide red 
colour and has a semi-gloss sheen. Contains highest amount 
of zinc chromate pigment for maximum rust inhibition. 


P119 VINYL REDLEAD — Combines the good qualities of 
redlead primer with those of a vinyl binder. Very quick dry. 
Used as a barrier coat for prevention of electrolysis. 


P527A ZINC STRONTIUM EPOXY PRIMER 13 a high 
quality 2 pack primer for metal hulls and top sides. 
Application by spray gun. P527A may also be used as an 
intermediate coat where barrier coat system is to be adopted. 


BARRIER COATS — Act as both primer and barrier coat for 
bottoms of steel hulls before using a soft or semi-soft 
anti-fouling bottom paint containing cuprous oxide. Prevents 
electrolysis. 
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UNDERCOATS, PRIMERS, SEALERS 


A-628 Hi-Hide White Undercoat — A high-hiding, fast drying, 
white enamel undercoat for marine usage. Easy to brush, 
excellent hold-out. 


Prime-All Primer — А self-etching primer (vinyl, zinc 
chromate) for Aluminium, fibreglass, galvanised iron and 
steel. Provides extraordinary adhesion. Use Prime-All Thinner 
only. A very fast dry. 


P-619 Non-sanding Fibreglass Primer. A two component 
primer which provides excellent adhesion to clean gel-coat 
surfaces and is a proper base for either vinyl-based or soft 
copper types of bottom paints. Although sanding of the 
gel-coat is strongly recommended it is possible to apply P-619 
over unsanded gel-coat after thorough clean-up with T-1132 
Fibreglass Prep-solvent. 


107 Z-Poxy White Undercoat (Epoxy) — This epoxy 
undercoat and primer is excellent for use over fibreglass as 
well as all types of enamels and bottom paints. Can be used 
as a primer under water. Hold-out of top coat is exceptional. 


MO-210 White Monopoxy Undercoat — An easy sanding, fast 
filling, fast-drying marine undercoat that has outstanding 
adhesion and hold-out. Recommended for just about any 
paintable surface and specifically for fibreglass. MO-210 is arf 
excellent undercoat for Monopoxy Enamel and regular 
marine enamels. It is tough, durable, dries fast and brushes 
very easily. Needs no catalyst. 


S-120 Clear Wood Sealer — A must for sealing bare wood 
surfaces before applying undercoat. Gives deep penetration 
and provides firm bond for succeeding coats. 


S-121 Rot Inhibitive Sealer — Same as above, except contains 
a very effective rot inhibitive ingredient that gives protection 
against dry rot, fungus and insect damage. Tinted a 
transparent green color. Dries thoroughly, does not remain 
tacky and may be painted. 


S-94 Clear Acrylic Sealer — A clear, thin, acrylic wood sealer 
that dries in 20-30 minutes (or sooner). Should be put over 
bare wood. For fast production work or application before 
applying filler stain — to give even, uniform staining action. 


PUTTY 


No. 1 White Glazing Putty (Thick) — An extra smooth, 
water-resistant putty for glazing nicks and gouges. Sands well 
and does not “flat-out” subsequent coats of paint. Is 
packaged at knifing consistency and is normally applied after 
the first coat of undercoat. 


No. 2 White Glazing Putty (Semi-paste) — Same as No. 1 
above, except is thinner for easier, smoother knifing 
application. 


No. 4 Dual Purpose Glazing Putty — Spreads like soft butter. 
Sands beautifully without clogging sandpaper. It’s thick 
enough to fill and glaze without need of a thinner putty. 
Very fast dry. 


FILLER STAINS 


The purpose of filler stains is to stain the wood and fil! the 
grain of soft and open grain woods. This enables the 
achievement of smooth, glasslike varnished finishes. Available 
in three shades of Mahogany and Natural Wood colour. 
Produces deep, rich colours. 
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BOTTOM PAINTS 
RACING ANTI-FOULING TYPES 


VINYL-COP — Provides yachtsmen with hard racing bottom 
using large amount of cuprous oxide. Comes in 3 colours 
which actually brighten in water. Excellent for fibreglass and 
wood. Resists abrasion. P-32 RED — P-33 BLUE — P-34 
GREEN. 


ANTI-FOULING RACING BRONZE (B.60) A bright, hard, 
racing copper bottom paint that is anti-fouling, easily 
applied, dries fast. Recommended for wood and fibreglass 
hulls (must use barrier coat on metal hulls). 


SOFT (Sloughing-type) ANTI-FOULING BOTTOM PAINTS. 


MULTITOX — This semi-soft, anti-fouling paint is extremely 
effective. Easy to apply. It is non-setting and there is no 
brush drag. Excellent for boats other than high-speed craft. 
Colours: B50 Dark Red Oxide and B51 Blue. (Must use 
barrier coat on metal hulls). 


No. 2000 — Economically priced, this soft type bottom paint 
has proved itself with years and years of service — a proved 
favorite. Contains more copper than other products in its 
price range. (Formerly known as Anti-fouling Triple 
strength). One colour. RED OXIDE. 


COPPERTOX — Though designed for budget minded 
yachtsmen, this soft anti-fouling bottom paint is very much 
in demand by fishing boats and commercial boats. Gives good 
protection. Colour — RED OXIDE — Coppertox 3010-D 
(must use barrier coat on metal hulls). 


THINNERS 


All Z-Spar thinners are carefully formulated to give the most 
efficient results when used with the products for which they 
are intended. 


No. 8 Z-SPAR THINNER — Standard Z-Spar spray Thinner. 
No. 10 Z-SPAR THINNER — Standard Z-Spar brushing 
Thinner. Also used as a slow spray thinner. 

No. 11 BRUSH-FLO THINNER — An exceptionally effective 
brushing thinner that makes enamels brush effortlessly and 
smoothly — also speeds up over-all drying time. Excellent for 
hot weather. The above three thinners are for use with both 
Z-Spar and Monopo xy Enamels. 


VT20 VINYL THINNER — A universal vinyl thinner 
tHat makes it possible to brush vinyl bottom paints 
smoothly and evenly and with much less effort than was 
heretofore possible. 


KLEAN-STRIP PAINT & VARNISH REMOVER — A quick, 
easy and safe type of remover for varnish, paint, enamels, 
lacquers. Non-inflammable. Not recommended for fibreglass 
boats. . 

KLEAN-STRIP BRUSH CLEANER — removes paints, 
varnishes, shellac from brushes. 

KLEAN-STRIP METAL TREAT RUST REMOVER — to 
remove rust. May be diluted with water for light rust treatment. 


SPECIAL PRODUCTS 


ALUMINIUM PAINT SA-103 Brilliant Aluminium — A heat 
resistant, ready mixed, brilliant aluminium paint. Ready to 
use. 100% pure alkyd resin vehicle. Very durable. 


DOCK COATINGS. Moontide Grey Dock Paint — ‘An 
extremely tough dock enamel that is highly scuff resistant 
and resistant to water, oil, chemicals, and weather. Has 
exceptional adhesion. Add Z-Spar, Non-Skid Compound to 
achieve a non-skid type coating. 
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HELPFUL NOTES ON 
PAINTING BOATS 


A. Use A Good Brush 

It cannot be stressed too strongly that the use of a good 
bristle brush is very important in doing a good paint job. A 
good brush reduces tendency to leave brush marks, is easier 
and faster to use, holds more paint, and gives a smoother, 
glossier finish. 


B. Brushing Z-Spar and Monopoxy Enamels 

When properly brushed Z-SPAR апа MONOPOXY 
ENAMELS will blend into themselves and give a glossy “glass 
like" finish. Be sure to follow thinning instructions (allowing 
for evaporation during use). After applying a brushful of 
enamel on the surface, brush it out thoroughly. First brush 
vertically, then come back and brush horizontally — or vice 
versa. Do not apply extra heavy coats or use heavy pressure 
on the brush — let the bristles do the work. 


Another suggestion — don't brush out too large an area at 
one time. Always brush into the previously brushed area to 
eliminate the possibility of lap marks. If possible, plan so that 
painting is not done in direct sunlight. 


C. Spraying Z-Spar and Monopoxy Enamels 

Unless somewhat experienced in spraying enamels, it is best 
to use a brush. When spraying, use plenty of air to properly 
break up the enamel. Remember that for every foot of air 
hose, there is approximately % Ib. drop in air pressure. Our 
suggestion is to have 55-60 Ibs. of pressure at the gun. Hold 
the gun about 18-20 inchgs from the surface and spray so 
that the enamel shines, but move fast enough so that too 
heavy a coat is not applied, causing sags and runs. Follow 
thinning directions on label of can. Clean equipment 
promptly after use. 


D. How Many Coats of Enamel? 

Two medium coats of enamel are generally recommended. 
This does not mean one coat will not do a creditable job or 
that three coats would not (in some cases) be even better 
than two coats. In general, however, we have found that two 
coats give best results. 


E. Coverage of Enamel and Undercoats 

The average coverage for enamels is 600 square feet per 
gallon per coat, over a moderately smooth surface. For 
undercoats, the figure is 300-400 square feet per gallon per 
coat. Over a rough, porous surface this figure should be 
lowered. Over a glass-smooth and hard surface, the coverage 
figure would be extended. 


F. Drying Time 

Drying time, when given as a definite figure is based on 
"normal temperature". ‘Normal temperature" is defined to 
mean temperatures from 159C. to 259C, or an average of 
around 20°C. Colder weather will necessitate longer drying 
periods than mentioned and, conversely, hotter weather will 
shorten the suggested drying periods. 


Two other factors which greatly affect the drying periods of 
most coatings are humidity and ventilation (movement of 
air). The lower the humidity and the more ventilation, the 
faster the drying, and vice-versa. 


Another factor controlling drying time is thickness of 
coating. Paint applied much too heavily may take a very long 
time to dry. In such instances, the surface tends to "skin 
over", locking in the under solvents and causing them to 
"bleed" through the film for protracted lengths of time. 


A combination of all the above factors at one time (although 
rare) means exceptionally slow drying. 


13 


G. Caution When Applying Bottom Paints 

Containing Poison 

Practically all bottom paints that are effective against growth 
and fouling on the bottom of a boat contain one or more 
poisons. For this reason, caution is advised when applying 
these products. Spraying is very dangerous, and is not 
recommended. Observe all warnings on the label of the can. 


H. Stirring of Anti-Fouling Paint 
Keep anti-fouling bottom paint thoroughly stirred before and 
during application of product. 


1. Use of Putty in Surface Preparation 

Z-Spar putty is to be used to fill up nicks, gouges, scratches, 
small cracks, small holes, etc. Allow to dry thoroughly and 
sand smooth. Wood and metal surfaces should be sealed or 
primed before applying putty. iii 


SOME "DO'S AND DON'TS" 


DO Sand fibreglass hulls with fairly coarse sandpaper 
(150-220 grit) before applying paint. You want some 
“tooth” — not a polishing job. 


DON'T Use thinner, solvent or water to wipe off the sanding 
powder after sanding. The wiping off with thinner (#8 or#10 
Z-Spar Thinner) should be done before sanding. 


DO Use a brush, air pressure or a clean rag to clean off most 
of the sanding powder and then finish up with a tac rag. 


Tac rags are made of cheesecloth so treated as to be sticky 
and to pick up dust. 


Note re above: 

This applies to old painted surfaces and undercoated surfaces, 
as well as bare fibreglass. The reason for this is that thinner 
gets into the pores of the sanded surface and carries sanding 
Powder with it, thus creating a very slick surface. 


DON'T Apply enamel or undercoat too heavily. Two medium 
to thin coats are better than one heavy one. Drying problems 
are caused by too thick an application of paint. This is 
something to watch — especially when applying by spray 
method. A film twice as thick as it should be will take several 
times as long to dry as a normal film. 


DON'T Make the mistake of applying extra heavy coats of 
undercoat to make up for lack of adequate puttying and 
sanding. Such a thick coating will not dry properly and this 
will generally cause other problems such as flatting and 
tenderness of subsequent coats of enamel. 


DO Consider the use of a slower thinner in hot weather — 
changing from ДО to /11 thinner for brushing and from /8 
to //10 for spraying. 


DON'T Use turpentine for a thinner in Z-Spar. Use Z-Spar 
thinner. Turpentine can cause problems. 


DON’T Overlook the fact that Z-Spar enamels are ''topside'" 
marine enamels and not meant to be bottom enamels. 


DO Use Monopoxy Enamel for bottom paint where no 
anti-fouling is required. Where anti-fouling is desired, use 
one of our Z-Spar anti-fouling paints. 


DON'T Use sanding undercoats (105, A-628) directly over 
bare wood. Use S-120 or S-121 Wood Sealer first. 


DO Use a "barrier coat” (generally 4 or more coats) over 
aluminium, steel or iron hulls or fittings before applying a 
bottom paint containing mercury, cuprous oxide or metallic 
copper. Otherwise, the bottom paint will eat holes in the 
metal. 


DO ASK — if you are in doubt about a procedure or what 
coating to use. "An ounce of prevention is worth a pound of 
cure." 

14 


THE HOME 


FOREWORD 


The term “to paint” really refers to the allied 
operations of paint application and the preparation of 
the surface to receive the paint. Largely, it is the 
preliminary work, thoroughly done, which ensures a 
rewarding, long-lasting result. The desire to own one’s 
home is foremost in the minds of most people. Once 
this objective is reached, it is important to guard 
against deterioration and decay. Brolite Architectural 
Coatings are used for exterior or interior decoration 
of buildings or wherever a superior protective coating 
is needed. 


Make sure the surface is perfectly dry and free from 
dirt, chalking paint, grease, rust, loose and peeling 
paint, (Heavy Bodied Klean-Strip Paint Remover will 
save time and labour in removing old paint). 
Kalsomine and similar type of water paints must be 
completely removed. Use Klean-Strip Metal Treat for 
removing rust. Putty up nail holes and cracks after 
the priming coat has been applied. Make sure that 
each coat of paint is thoroughly dry before applying 
the next one. Usually 24 to 36 hours, depending 
upon weather conditions. For first class work, scuff 
each coat with fine sandpaper and dust off before 
applying the next coat. Do not paint in unsuitable 
weather. Keep tins tightly closed when not in use. 


Approximate coverages per coat: 


All Purpose Pink Primer 400-600 sq. ft/gal. 
Pigmented Sealer 400-600 sq. ft/gal. 
All Purpose Undercoat 600-800 sq. ft/gal. 
Architectural Finish Coats 600-900 sq. ft/gal. 


All coverage estimates depend on surface conditions, 
substrate colour and topcoat colour. Dark colours 
have higher coverage than pastels. Application by 
Brush, Roller Coat or Spray. 
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DESCRIPTION OF PRODUCTS 


BROLITE SYNTHETIC SUPER GLOSS COATINGS are 
Synthetic Enamels with high glossy durable finishes for inside 
or outside use, that can be applied to wood, metal, cement 
render, fibro cement, plaster and composition board surfaces 
which have been suitably prepared. Giving tile smooth and 
rich-in-colour finishes, these products are made ready for use, 
but may be reduced slightly with Mineral Turps for ease in 
brushing. One coat is usually sufficient but on exposed areas 
for best results, a second coat should be applied, allowing 24 
to 35 hours between coats. 


BROLITE SEMI-GLOSS BRUSHING SYNFLEX is 
formulated to produce a subdued sheen on suitably primed 
and undercoated surfaces. Packaged ready for use, but may 
be reduced slightly with mineral turps. 


BROLITE ALL-PURPOSE UNDERCOAT: For inside or 
outside use — gives maximum build and filling qualities, can 
be reduced with up to one pint Mineral Turps to the gallon of 
Undercoat. Do not add Linseed Oil. Allow to dry 24 hours 
before top-coating. 


BROLITE ALL-PURPOSE PINK PRIMER is used on all bare 
wood surfaces inside or outside. It is best to apply by brush 
application, working the primer well into the pores of the 
‘timber. Allow to dry 24-36 hours before application of 
succeeding coats. 


BROLITE PIGMENTED SEALER is used to seal new 
cement, plaster and composition board surfaces before 
undercoating. If necessary reduce slightly with Mineral Turps. 
Allow to dry 24 hours before application of the next coats. 


BROLITE DURA-FLAT MATT FINISH is a Synthetic flat 
finish for all surfaces, inside and outside. A sealer is not 
required unless applied over new cement or new plaster. 
Usually two coats will give satisfactory results (16-24 hours’ 
drying between coats). 


BROLITE GLIDE PLASTIC EMULSION PAINT is 
formulated for inside or outside use on surfaces such as fibro 
cement, cement render, plaster, wood,composition board and 
masonry. A sealer is unnecessary. As Glide Plastic Emulsion 
Paint is water-based, there is no residual odour after painting; 
brushes and utensils can be washed and thoroughly cleaned 
by using water. Dry to touch in 30 minutes and ready to 
recoat in 3-6 hours. 


V-274 POLYTHANE. CLEAR. A deep, full, mirror-like gloss 
surface and unparalleled clarity with ease of brushing are the 
essential characteristics of Polythane, which is a new 
achievement in the clear varnish field. Application by brush 
or spray to floors, doors, furniture and skirtings heightens the 
beauty in the natural grain of the timbers. 


BUNAFLEX CHLORINATED RUBBER PAINT. Bunaflex is 
a medium in the use of colour for its decorative value as well 
as its functional objective. The tough, resilient, salt-fog 
resisting finish provides long-lasting protection and beauty to 
new and aged brick, concrete, stucco, asbestos and other 
masonry exteriors and interiors. Resistant to mildew and 
moisture, Bunaflex is effective in the protection of swimming 
pools and their surrounding concrete areas. 


ROOFING PAINT. This product has a good high gloss and is 
the best all purpose roofing paint available. It is supplied in 
Red or Green. 
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CHEMICAL REMOVERS AND CLEANERS 


KLEAN-STRIP NON-INFLAMMABLE PAINT REMOVER. 
When the painted surface indicates that the complete removal 
of the finish is needed, use Klean-Strip Non-inflammable 
Paint Remover. 


Flow on a heavy even coat of Klean-Strip using a soft bristle 
brush. Get as much Klean-Strip on as possible with the 
minimum of brushing which assures quicker action and easier 
operation. Let the remover stand until the old finish is 
blistered completely or softened sufficiently for removal. Let 
Klean-Strip do the work, do not rush the job. 


PAINT REMOVAL FROM TIMBER. Remove softened 
material with painter’s scraper, steel wool. No neutralising is 
necessary and, after the surface is thoroughly dry, dry-sand 
with fine glasspaper, 320 grit and dust down. 


PAINT REMOVAL FROM METAL. Remove old paint as 
indicated for timber surfaces. Sometimes the loosened paint 
and residues may even be hosed off with a strong jet of 
water. 


KLEAN-STRIP METAL TREAT — METAL CQNDITIONER. 
RUST REMOVAL. To remove rust, sand or wire brush loose 
or scaley matter then apply Metal Treat Concentrate full 
strength to the affected areas and allow to stand for 10-20 
minutes. While still wet, rub off the rust with steel wool and 
flush with water or wipe thoroughly with a wet rag. To 
ensure better paint adhesion, treat all the bare metal with 
Metal Treat Concentrate diluted with water in the proportion 
of one part Metal Treat to eight parts of water. Allow to 
stand without wiping off and, when perfectly dry, apply 
prime coats IMMEDIATELY. Should a light greyish powder 
remain when dry, wipe away with clean rags before applying 
the primer. 


KLEAN-STRIP CONCRETE DRIVEWAY CLEANER. 
Driveway cleaner will quickly remove oi! and grease from 
concrete drives, floors, and work areas. It is easy to use by: 1. 
Pour on. 2. Brush in. 3. Flush off with water. It is not meant 
for use on asphalt. 


KLEAN-STRIP BRUSH CLEANER. Brush cleaner is water 
rinsable, designed to clean and recondition the hardest paint 
brushes rapidly. It may be used as well to make quick colour 
changes. 


KLEAN-STRIP KLEAN CRETE. This is a masonry cleaner, 
that is, brick, mortar, tiles, concrete and terrazo are 
effectively treated. Also brass, copper and chrome are 
brightened and hardwater stains removed. 


KLEAN-STRIP AGIT-8. Carburettor and Parts Cleaner. Agit- 
8 is effective in the removal of carbon deposits, grease, and 
associated materials concerned with used carburettors. 


KLEAN-STRIP SPRAY GUN KLEANER. Quickly removes 
heaviest paint and lacquer build up from guns and all metal 
spray equipment. It is easy to use, rinses off with water and 
no neutralizer is needed since spray gun Kleaner will not 
harm metals. 


KLEAN-STRIP WOOD STAIN REMOVER. This is an econo- 
mical and easy way to remove unwanted stains from bare or 
stripped woods. It will remove most aniline and other 
stains commonly found in furniture and woodwork. Will not 
harm or loosen glued joints. 
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10. 


ИМА 


HINTS ON PAINT APPLICATION 


It is wise to gather equipment needed before 
commencing a paint job. Determine what you may 
require from this list. Basic painting tools are — paint 
brushes, Yin. 1in. 2in. for most work, 3in. 4in. for walls, 
large areas. Sash cutter or flat varnish brush for narrow 
surfaces, window edges. Stripping knife, 3in. 4in. wide 
flexible bladed knife — to strip softened paint or 
residues. Stopping knife or flexible pallette knife for 
putty application. Pointed bladed knife to remove old 
paint from clogged corners or grooves so that refinish 
coats will be true to the line or corner shape. Paint roller 
kit used much in the same way asa brush. Wire brush to 
scrape loosened paint. Sanding block for even, smooth 
surface objective. Single-edged razor blade to remove 
dried paint from glass; this is very effective and more 
practical than trying to use а straight-edge while 
painting. Step ladders, ladders, extension ladders, 
planks, screw drivers, flat bladed paint stirrer, spray gun 
kit, adhesive tape, masking tape, and a good pocket 
knife is always useful, similarly a carpenter’s folding 
rule. 


General painting equipment such as clean rags, dusting 
brushes, mops, buckets, clean tins, sandpaper, are 
nevertheless essential, and of course comfortable 
working overalls, preferably with large pockets. 


Brushes, spraying equipment, rollers should at all times, 
after use, be cleaned thoroughly. This helps to preserve 
them and delays are avoided when about to commence 
the next paint job. 


To remove sanding dust, in hard to get at areas, and to 
keep work clean, it will be found that a vacuum cleaner 
will be efficient and in some cases, the vacuum cleaner 
can be used as a blower to force dust out of crevices and 
cracks. Dust might otherwise be picked up by the brush 
when painting and transported into the finish coats. 


. Thinner should be added to the paint with thorough 


stirring. Use a clean wide paddle or metal spatula to give 
best results. Stir from the bottom of the container with 
an upward action to make sure all pigments are 
distributed evenly throughout the contents. 


To clean surfaces, rags soaked in cleaning solvents give 
best results. Use clean dry rags to finish the work and 
remove residues. 


Areas which are not to be painted (chrome work, glass, 
upholstery) are shielded from the paint with masking 
tape. Larger areas may be covered with paper secured by 
masking tape applied around the edges. 


Avoid painting outside during the early morning or late 
afternoon as the atmosphere could be dew-aden and 
cause a newly painted gloss surface to dull 


In moist and extremely humid conditions a lacquer or 


"an acrylic finish may show a whitish cast when drying. 


This is known as “blushing” and а retarder thinner 
addea will rectify the problem. 


If too much thinner is added or coats applied too 
heavily “runs” and ''sags" may develop. 


When insufficient thinner is added or coats applied too 
heavily a rough “orange-peel” appearance will be noted 
in the surface. This may be overcome with the addition 
of a little more thinner. Spray only. 
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GLOSSARY OF TERMS 


1. Rubbing Paper Grades are listed and numbered in order 


2. Dry Sanding 
3. Wet Sanding 


4. Featheredge 


5. Tac rag 


6. Putty 


7. Thinner 


8. Mist coat 


9. Flow coat 


10. ‘‘Fish-eyes”’ 
Craters 
Holing 


11. Masking Tape 


SPECIAL NOTE 


of fineness (Coarse grade 80D rising to 
finest at 600). The Grades of paper are 
used in accordance with the class of 
work undertaken. 


Fre-cut 80D 220 

Dry Rubbing 100 280 
120 320 
150 
180 

Wet or dry 80 · 180 320 
100 220 400 
120 240 500 


150 280 600 
Rubbing with paper only. 


Water and sometimes a little soap used 
to lubricate surface to be sanded. 
Mineral Turps can be used for same 
object. After wet  sanding allow 
sufficient time for work to dry 
thoroughly before recoating. 


No break can be felt between the sanded 
coat-edge and revealed surface beneath. 


Cheese cloth dry to touch but tacky, to 
remove sanding dust particles before 
finish coats are applied. 


Heavily pigmented product used to fill 
gouges, nail holes, deep scratches. Apply 
with a rubber applicator or putty knife. 


Thinners are scientifically balanced 
mixtures of solvents. Use only the 
correct or. recommended grade of 
thinner. 


A light, thinned coat applied as a first 
coat to form a base for on-coming 
heavier coats. A better finish is obtained 
with freedom from runs and sags, 
particularly when high solid materials are 
used. 


A thinned final lacquer or acrylic coat, 
usually in the proportion of 6-8 parts of 
thinner to 1 part of lacquer or acrylic. It 
promotes flow and gloss to the finished 
job which shortens rubbing and polishing 
time. 


Silicone Polishes contain chemicals 
which cause “‘fish-eyes”’ ос holing when a 
new coat is applied to a surface 
improperly cleaned. 


Adhesive Tape used to assist in masking 
areas not to be painted. 


The suggested painting systems outlined in this booklet are 
the results of our own experience and knowledge. It is our 
belief that if they are followed, paint jobs will be successful. 
However, we cannot guarantee the results, or in any way 


assume liability, 


since we have no control over actual 


application of the products recommended or the conditions 
prevailing at that time. 


(робне MANUFACTURERS OF AIRCRAFT ® AUTOMOBILE 
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BROLITE PRODUCTS 


Synflex Enamels • S333 Putty • Synflex 1000 Thinner « 
Brolite Wax & Grease Remover e Nitrocellulose Auto- 
motive Lacquers e H.B. Spot Putty • Supersol Thinner • 
Automotive Acrylic Finishes • LB1335 Thinner • Brolite 
Lacquer Polish • Syncro Primer • Fil-Kwik Polyester Putty 
e Synflex Brushing Thinner • Brolite Silicone Remover e 
L222 Primer and Surfacer e Morgloss Thinner • No. 1 
Retarder Thinner • KR616 Primer and Surfacer • H.D. 
Rubbing & Polishing Compound e Metal Flake Finishes • 


Topside Enamels « 1002 Yachtsman's Varnish • V-975 
Satin Sheen Interior Varnish « Racing Anti-Fouling Vinyl- 
Cop • Multitox • Coppertox • 105 White Undercoat e P-619 
Non-Sanding Fibre-glass Primer « MO-210 White Monopoxy 
Undercoat • S-121 Rot Inhibitive Sealer • P-93 Syncro 
Metal Primer • P119 Vinyl Red Lead • SA-103 Brilliant 
Aluminium e Flatting Solution e Putty e Filler Stains e No. 
8 Thinner (Spray) • No. 11 Brush-Flo-Thinner • 1001 Spar 
Varnish e 1015 Captain's Varnish « V-274 Polyurethan 
Clear • Anti-Fouling Racing Bronze No. 2000 • A-628 Hi- 
hide White Under-coat • 107 Z-poxy White Undercoat • 
S-120 Clear Wood Sealer • S-94 Clear Acrylic Sealer • Prime- 
All-Self-Etching Primer e P527A Zinc Strontium Epoxy 
Primer e Dock Coatings e Caulking Compounds • Non-Skid 
Compound e M-249 Anti-Mildew Compound • No. 10 Thin- 
ner (Brush) • VT20 Vinyl Thinner • 


Architectural Synthetic Super Gloss Enamels • Semi-Gloss 
Brushing Synflex • All Purpose Pink Primer • Dura-Flat Matt 
Finish • All-Purpose Undercoat • Pigmented Sealer • Glide 
Plastic Emulsion Paint • Polythane Clear • Bunaflex Chlor- 
inated Rubber Paint • 


Heavy Bodied Klean-Strip Paint Remover • Metal Treat Rust 
Remover • Klean-Crete Masonry Cleaner • Brush Cleaner e 
Driveway Cleaner e Spray Gun Cleaner • Agit-8 Carburettor 
& Parts Cleaner « Wood Stain Remover • 


SPECIALITY COATINGS—INDUSTRIAL FINISHES 
Particular note of ULTRAFLEX should be made. This 
product is a two-package Polyurethane, used to coat aircraft. 
Other specialised applications for ULTRAFLEX include 
marine, heavy vehicle and equipment finishes. Epoxy coating • 
systems are available. 

For further information on these outstanding products, refer 
the matter to your nearest Brolite office. 


ADDITIONAL ITEMS CARRIED IN STOCK: Tyre Dressing 
e Paint Brushes of all types and sizes « Masking tape e Water- 
proof Sanding Papers • Glasspaper « Rubber Sanding Blocks 
e Sanding Discs • Linseed Oil e Kerosene e Mineral Turpen- 
tine e Pure Turpentine • Methylated Spirits • Shellac e Bis- 
mark Brown & Nigrosine Bronzing Powders • Furniture 
Polish • Polishing Cloths • Respirators • Spray Guns and 
Equipment « Wire Brushes e Steel Wool « Paint & Varnish 
Scrapers « Pumps • Chamois Leathers e Paraffin Wax • 

Metal Paint Stirrers e Putty Applicators e Roller Coating 
Products • Tac Cloths • Dac ''Jet Рак” Power Units • 

Safety Scrapers e Scouring Pads • 
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N.S.W. 55 Kent Road, Mascot . . 2020 
. Tel. 669-1755 
VICTORIA 810-818 Princes Highway, Springvale 
..3171 
| = Tel. 546-5555 
QUEENSLAND _ 16- 36 Nile Street, Woolloongabba 
| . 4102 
Tel. 91 -3215 
S.A. 996 Port Road, Albert Park .... 5014 
Tel. 45-1170 

NEW ZEALAND 


1046 Fergusson Drive Upper Hutt . . N.Z. 
(Upper Hutt Exchange) Tel. 89-109 


AGE 


TASMANIA 
G.F. Beauchamp, 194 Cimitiere Street, 
Launceston . . . 7250. Tel. 31 4546 


$ 


Contact your nearest Brolite office for technical 
service, consultation and advice which are readily 
available. 


This service is FREE: 


ALL PRODUCTS ARE AVAILABLE FROM: 


